
HV- CN 13821115-4X

 resolution : 8 megapixel - Star Light

Image Sensor : 1/1.2" Progressive Scan SONY IMX 485

CPU : Dual-Core ARM 2 x A53@1400MHz

Frame Rate : 30fps@8MP ( 3840*2160 ) , 30fps@5MP , 60fps@1080P - Triple Streams

Video Compression : H.264 / H.264+ / H.265 / H.265+

Lens Mount : Auto Focus vary focal lens 2.8 - 12 mm ( 4X Motorize Zoom )

Picture Function : 120db WDR , DWDR , 2D/3D-DNR , Defog , HLC , ROI 

Memory Slot : Yes - Micro SD (256Gb Max)

Audio: Internal mic, Audio Out, Audio In

IR Distance : 30~40M Smart IR SMD Technology

Compatibility : Onvif Ver2.6, Profile S

Power Supply : 12V DC / PoE IEEE802.3af

IP Rating : IP67, IK10

Full Function Smart : Line Crossing, Area Intrusion, Face Detection, Audio Exception 

Detection, Unattended Objects, Object Missing, Region Entrance, Region Exiting, Fast 

Moving, Loitering Detection, People Gathering Detection, Parking Detection, Blurred 

Detection, Scene Change Detection, People Counting, Video Shelter, Motion Detection


